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1
MATRIX OPERATION APPARATUS

CROSS-REFERENCE TO RELATED
APPLICATION

This application is based upon and claims the benefit of
priority from the Japanese Patent Application No. 2013-
190583, filed on Sep. 13, 2013, the entire contents of which
are incorporated herein by reference.

FIELD

An embodiment described herein relates generally to a
matrix operation apparatus.

BACKGROUND

Conventionally, a matrix operation is widely performed in
various kinds of processing such as image processing and
recognition processing. As apparatuses for performing a
matrix operation, there are, for example, a systolic array, a
configurable array processor and the like.

The systolic array is a system in which same circuits are
regularly arranged so as to perform pipeline processing and
parallel processing. The configurable array processor is a
processor having multiple nodes and multiple switch units
for changing connection among the nodes.

As for the systolic array, however, because the systolic
array is configured so that an operation for an input is
executed through a predetermined number of cycles and an
operation result of each cycle is immediately used in a next
cycle as an input, and the operation is repeatedly performed
in the whole apparatus, there is a problem that an amount of
data transfer until a desired matrix operation result is
obtained is large.

As for the configurable array processor, there is a problem
that, since a lot of switch circuits for switching a connection
state of a wiring network among the nodes are required,
circuit scale of the whole apparatus increases.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a configuration diagram of a matrix operation
system according to the present embodiment;

FIG. 2 is a circuit diagram showing a configuration of a
node according to the present embodiment;

FIG. 3 is a circuit diagram showing a configuration of
another node having a configuration different from the
configuration in FIG. 2, according to the present embodi-
ment;

FIG. 4 is a block diagram showing a configuration of a
block 31 according to the present embodiment;

FIG. 5 is a block diagram showing a configuration of an
array 12 according to the present embodiment;

FIG. 6 is a diagram for illustrating an action state of a
node 21, according to the present embodiment;

FIG. 7 is a diagram for illustrating an operation of a
matrix multiplication B A of a matrix B and a matrix A, and
an output of a matrix S which is a result of the operation,
according to the present embodiment;

FIG. 8 is a diagram for illustrating a state three clocks
after an action state shown in FIG. 7,

FIG. 9 is a diagram for illustrating a state three clocks
after the action state shown in FIG. 8;

FIG. 10 is a diagram for illustrating a case of performing
an operation of a 16x16 matrix multiplication according to
the present embodiment;
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FIG. 11 is a diagram for illustrating a case of performing
four parallel operations of 8x8 matrix multiplications
according to the present embodiment;

FIG. 12 is a diagram for illustrating a case of performing
two parallel operations of 8x8x8 matrix multiplications
according to the present embodiment;

FIG. 13 is a diagram for illustrating a case of performing
a two-branch operation of an 8x8x8 matrix multiplication
according to the present embodiment;

FIG. 14 is a diagram for illustrating a case of performing
sixteen parallel operations of 4x4 matrix multiplications
according to the present embodiment;

FIG. 15 is a diagram for illustrating a case of performing
four parallel operations of 4x4x4x4x4 matrix multiplica-
tions according to the present embodiment; and

FIG. 16 is a diagram for illustrating a case of performing
four parallel operations of 4x4x12 matrix multiplications
according to the present embodiment.

DETAILED DESCRIPTION

A matrix operation apparatus according to an embodiment
is a matrix operation apparatus which executes a matrix
operation, the matrix operation apparatus having a first
operation unit configured to perform a first operation for a
first input which is column data and a second input which is
row data for the matrix operation and output element com-
ponents of an operation result of the matrix operation, and
multiple nodes including an accumulator configured to per-
form cumulative addition of operation results of the first
operation unit.

The embodiment will be described below with reference
to drawings.

(Configuration of Matrix Operation System)

FIG. 1 is a configuration diagram of a matrix operation
system according to the present embodiment. A matrix
operation system 1 is configured with an array unit 2, a data
management unit 3, a control unit 4, an interconnect 5 and
an I/O unit 6.

A matrix operation apparatus is configured with the array
unit 2 and the data management unit 3 and executes a matrix
operation such as a matrix multiplication. The control unit 4
outputs various control signals for performing action control
of each circuit in the array unit 2 and the data management
unit 3 and data input/output control between the array unit
2 and the data management unit 3.

The array unit 2 includes a data input circuit 11 to which
inputs A and B, which are matrix data rows for a matrix
operation, are inputted and a matrix operation circuit array
(hereinafter referred to an array) 12. The data input circuit 11
receives the inputs A and B from the data management unit
3 to provide the inputs A and B to the array 12. The array 12
is configured with multiple blocks 31 (FIG. 4) arranged in a
matrix shape. Each block 31 is configured with a circuit
which includes multiple nodes 21 (FIG. 2) arranged in a
matrix shape. The array unit 2 outputs an output S, which is
an operation result, to the data management unit 3.

The data management unit 3 is configured being provided
with a memory 13, a read unit 14, a write unit 15, an
operation unit 16 and a multiplexer 17.

The memory 13 is a storage device such as an SRAM in
which input data for a matrix operation and output data
which is an operation result are stored.

The read unit 14 is a circuit configured to read input data
stored in the memory 13 and provides the input data to the
data input circuit 11 of the array unit 2.
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The write unit 15 is a circuit configured to write an output
from the array 12 into the memory 13.

The operation unit 16 is a circuit configured to perform a
predetermined operation for an input from the read unit 14
and an output from the array 12, and it has at least an
addition function. Here, the operation unit 16 adds the input
data from the read unit 14 and the output data from the array
12 to each other and outputs the result. Note that the
operation unit 16 may be provided with a subtraction
function and a multiplication/division function in addition to
the addition function. That is, the operation unit 16 performs
a predetermined operation for column data and row data for
a matrix operation and outputs from the multiple blocks 31.

The multiplexer 17 is a circuit configured to input an
output of the operation unit 16 and an output of the array 12,
and select and output any of them. That is, the multiplexer
17 is a selection circuit configured to select and output any
of'an output of the array 12 including the multiple blocks 31
and an output of the operation unit 16.

Whether the multiplexer 17 is to select and output the
output of the array 12 or to select and output the output of
the operation unit 16 is determined according to content of
an operation of the matrix operation apparatus. Therefore,
which of the outputs of the array 12 and the operation unit
16 the multiplexer 17 is to select is set by the control unit 4.
That is, the control unit 4 outputs a selection signal control-
ling selection of the multiplexer 17.

Thus, since the operation unit 16 and the multiplexer 17
are provided for the data management unit 3 in the matrix
operation system 1, it is possible to perform various opera-
tions, such as addition, for a matrix operation result.

The control unit 4 is a circuit configured to control an
action of each circuit in the array unit 2 and the data
management unit 3. For example, the control unit 4 outputs
various control signals for controlling actions such as hold-
ing of data in a register in the array unit 2, switching of an
input of a multiplexer, reading out of data by the read unit
14 in the data management unit 3, writing in of data by the
write unit 15 and switching of an input of the multiplexer 17,
and various setting signals.

The interconnect 5 is a mutual connection network, such
as a bus, which connects the data management unit 3 and the
1/O unit 6 with each other.

The I/O unit 6 is a circuit configured to receive input data
from an outside and outputs the input data to the data
management unit 3 via the interconnect 5 as well as out-
putting output data, which is an operation result, to the
outside.

Therefore, in the matrix operation system 1, the data
management unit 3 receives matrix operation target data
from the outside, the array unit 2 executes a matrix operation
under the control of the control unit 4, and the data man-
agement unit 3 transmits matrix operation result data to the
outside. Each component of the matrix operation system 1 is
formed on a semiconductor chip.

(Configuration of Node)

FIG. 2 is a circuit diagram showing a configuration of a
node. The node 21 is configured with registers 22 and 23, a
multiplier 24 as an operation unit, an adder 25, a register 26,
a multiplexer 27 and a register 28. The node 21 has three
input terminals 21lia, 21ib and 21 is and three output
terminals 21ca, 210b and 21o0s.

The input terminal 21ia is a terminal to which A series
input data of a matrix operation (for example, vertical-
direction input data rows of a matrix) is inputted. The input
terminal 215 is a terminal to which B series input data of the
matrix operation (for example, horizontal-direction input

10

15

20

25

30

35

40

45

50

55

60

65

4

data rows of the matrix) is inputted. The input terminal 21is
is a terminal to which element component data of an
operation result of the matrix (for example, horizontal-
direction data rows of an operation result) is inputted.

The input terminal 21ia is connected to an input of the
register 22; the input terminal 215 is connected to an input
of the register 23; and the input terminal 21is is connected
to one of two inputs of the multiplexer 27.

An output of the register 22 is connected to one of two
inputs of the multiplier 24 and the output terminal 21oa. An
output of the register 23 is connected to the other of the two
inputs of the multiplier 24 and the output terminal 210b. An
output of the multiplier 24 is connected to one of two inputs
of the adder 25.

An output of the adder 25 is connected to an input of the
register 26. An output of the register 26 is connected to the
other of the two inputs of the adder 25 and the other of the
two inputs of the multiplexer 27. An accumulator 29 is
configured with the adder 25 and the register 26. Execution
of a cumulative addition operation of the accumulator 29 is
controlled by the control unit 4. That is, each node 21
performs a predetermined operation for an input of column
data and an input of row data for a matrix operation. Each
node 21 has the multiplier 24, which is an operation unit
configured to output element components of a matrix opera-
tion result, and the accumulator 29 configured to perform
cumulative addition of operation results of the multiplier 24.

An output of the multiplexer 27 is connected to an input
of the register 28. An output of the register 28 is connected
to the output terminal 21os.

The node 21 is configured such that inputs A, B and S,
which are data rows, can be inputted to the three input
terminals 21ia, 21ib and 21is, respectively. The input A is
held in the register 22, and an output of the register 22 is
outputted to the output terminal 21oa as an output A. The
input B is held in the register 23, and an output of the register
23 is outputted to the output terminal 210b as an output B.

That is, each node 21 has the input terminal 21ia which
inputs column data of one of two matrices targeted by a
matrix operation, the input terminal 21/ which inputs row
data of the other of the two matrices, the output terminal
21oa which outputs the inputted column data and the output
terminal 2106 which outputs the inputted row data.

Furthermore, each node 21 has the output terminal 21os
which outputs a cumulative addition result of the accumu-
lator 29, and a subsequent-stage node has the input terminal
21is for receiving an operation result of a prior-stage node.
The subsequent node selects and outputs any of the input of
the input terminal 21is and the cumulative addition result of
the accumulator 29.

An output of the adder 25, which is an operation unit, is
held in the register 26. The node 21 is configured so that any
of values of an input S and the register 26 is selected by the
multiplexer 27 and held in the register 28, and an output of
the register 28 is outputted to the output terminal 21os as the
output S.

Which of the two inputs the multiplexer 27, which is a
selection circuit, is to select and output is set according to a
setting signal from the control unit 4. That is, the control unit
4 outputs a selection signal controlling selection of the
multiplexer 27, which is a selection circuit.

Outputs of the register 22 and the register 23 are operated
by the multiplier 24, which is an operation unit. Note that the
operation unit of the node 21 is provided with at least a
multiplication function and may be additionally provided
with other operation functions such as addition/subtraction
and division.
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An operation of adding an output of the multiplier 24 and
an output of the register 26 to each other is performed by the
adder 25, which is an operation unit. Note that the operation
unit of the accumulator 29 is provided with at least an
addition function and may be additionally provided with
other operation functions such as subtraction and multipli-
cation/division.

The nodes 21 are an operation kernel of each block of the
matrix operation apparatus and is configured to be capable
of inputting the inputs A, B and S, performing a predeter-
mined operation for the inputs A and B, and outputting the
input A, the input B, and the input S or a cumulative value
of operation results as the output A, the output B and the
output S, respectively.

Note that the node 21 may have a configuration of another
node having a configuration different from the configuration
in FIG. 2. FIG. 3 is a circuit diagram showing another node
having a configuration different from the configuration of
FIG. 2. Note that, in FIG. 3, the same components as shown
in FIG. 2 are given the same reference numerals. Description
thereof will be omitted, and different components will be
described.

A node 21A shown in FIG. 3 is configured with registers
22 and 23, a multiplier 24 as an operation unit, an adder 25,
a register 26 and a multiplexer 27. The node 21A has two
input terminals 21ia and 21ib and two output terminals 21oa
and 210b.

An output of the register 26 is connected to one of two
inputs of the multiplexer 27, and an output of the register 23
is connected to the other of the two inputs of the multiplexer
27.

An output of the multiplexer 27 is connected to the output
terminal 210b. Therefore, any of the output of the register 23
and the output of the register 26 is selected and outputted to
the output terminal 210b by the multiplexer 27.

In the configuration of FIG. 3 also, the operation unit of
the node 21 is provided with at least a multiplication
function and may be additionally provided with other opera-
tion functions such as addition/subtraction and division. In
the configuration of FIG. 3 also, the operation unit may be
provided with at least an addition function and may be
additionally provided with other operation functions such as
subtraction and multiplication/division.

In the node 21A in FIG. 3, the inputs B and S and the
outputs B and S of the node 21 are shown as a common input
and a common output, and the register 28 is omitted. Since
an action of the node 21A is equivalent to the action of the
node 21 in which the input B and the output B are used
instead of using the input S and the output S, a matrix
operation apparatus of the present embodiment will be
described below with the use of the configuration of the node
21.

(Configuration of Block)

A block 31 is formed by using the multiple nodes 21
described above. The block 31 is configured by the multiple
(here, 4x4=16) nodes 21 which are arranged in a matrix
shape and connected with one another.

FIG. 4 is a block diagram showing a configuration of the
block 31. The block 31 is configured by the multiple nodes
21 which are connected in a row direction (horizontal
direction) and a column direction (vertical direction). Here,
the block 31 is a unit block which includes sixteen nodes and
performs a 4x4 matrix operation.

In FIG. 4, multiple (here, four) inputs A of multiple (here,
four) nodes 21 at an upper end of the block 31 are a group
of inputs A of the block 31; and multiple (here, four) inputs
B and multiple inputs S of multiple (here, four) nodes 21 at
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a left end of the block 31 are a group of inputs B and a group
of'inputs S of the block 31, respectively. That is, inputs A of
a group of upper-end nodes N11, N12, N13 and N14 are the
group of inputs A of the block 31, and inputs B and inputs
S of a group of left-end nodes N11, N21, N31 and N41 are
the group of inputs B and group of inputs S of the block 31,
respectively.

Multiple (here, four) outputs A of multiple (here, four)
nodes 21 at a lower end of the block 31 are a group of
outputs A of the block 31; and multiple (here, four) outputs
B and outputs S of multiple (here, four) nodes 21 at a right
end of the block 31 are a group of outputs B and a group of
outputs S of the block 31, respectively. That is, outputs A of
a group of lower-end nodes N41, N42, N43 and N44 are the
group of outputs A of the block 31, and outputs B and
outputs S of a group of right-end nodes N14, N24, N34 and
N44 are the group of outputs B and group of outputs S of the
block 31, respectively.

Inside the block 31, in the row direction (that is, in the
horizontal direction), the output B and output S of each node
21 are connected to the input B and input S of a node 21
adjoining in a horizontally right direction, respectively. In
the vertical direction (that is, in the column direction), the
output A of each node is connected to an input A of a node
21 adjoining in a vertically downward direction.

As described above, the block 31 is configured by con-
necting the multiple (here, 4x4=16) nodes 21 and connect-
ing input data A, B and S and output data A, B and S in the
row direction and the column direction among the nodes 21.
(Configuration of Array)

The multiple blocks 31 described above are used to form
the array 12 of the matrix operation system 1. The array 12
is configured to include multiple (here, 4x4=16) blocks 31
connected in the row direction (horizontal direction) and the
column direction (vertical direction).

FIG. 5 is a block diagram showing a configuration of the
array 12. The array 12 is configured to include multiple
(here, sixteen) blocks 31 connected in a matrix shape in the
row direction and the column direction.

The array 12 in FIG. 5 is provided with an input unit 12A
for groups of vertical-direction inputs A1, A2, A3 and A4, an
input unit 12B for groups of horizontal-direction inputs B1,
B2, B3 and B4, and an output unit 12S for groups of
horizontal-direction outputs S1, S2, S3 and S4.

Input data of the groups of the inputs A1, A2, A3 and A4
and the groups of the inputs B1, B2, B3 and B4 is provided
from the data management unit 3 to the array 12 via the data
input circuit 11 under the control of the control unit 4.

The inputs Al to multiple blocks (here, four blocks B11,
B12, B13 and B14) of multiple (here, four) blocks 31 at an
upper end of the array 12 are a first group of vertical inputs
of the array 12, and the inputs B1 to multiple blocks (here,
four blocks B11, B21, B31 and B41) of the multiple (here,
four) blocks 31 at a left end of the array 12 are a first group
of horizontal inputs of the array 12. That is, the multiple
inputs Al of the group of upper-end blocks 31 are the first
group of vertical inputs Al of the array 12, and the multiple
inputs B1 of the group of left-end blocks 31 are the first
group of horizontal inputs B1 of the array 12.

The outputs S1 of multiple blocks (here, four blocks B14,
B24, B34 and B44) of multiple (here, four) blocks 31 at a
right end of the array 12 are a first group of outputs S1 of the
array 12. That is, the multiple outputs S1 of the group of
right-end blocks 31 are the first group of outputs S1.

Inside the array 12, in the vertical direction (that is, in the
column direction), the output A of each block 31 is con-
nected to an input of a multiplexer connected to the input A
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of'a block 31 adjoining in the vertically downward direction.
To the input A of each block 31 in the array 12 except the
group of upper-end blocks B11, B12, B13 and B14, one of
multiple inputs selected by the multiplexer is inputted.

In the row direction (that is, in the horizontal direction),
the output S of each block 31 is connected to the input S of
a subsequent-stage block 31 adjoining in the horizontal
direction.

Furthermore, each of the outputs S of a group of blocks
B13, B23, B33 and B43 on a second column from the right
is connected to a second group of outputs S2. Each of the
outputs S of a group of blocks B12, B22, B32 and B42 on
a second column from the left is connected to a third group
of outputs S3, and each of the outputs S of a group of
left-end blocks B11, B21, B31 and B41 is connected to a
fourth group of outputs S4.

The output B of each block 31 is connected to an input of
a multiplexer connected to the input B of a subsequent-stage
block 31 adjoining in the horizontal direction. To the input
B of each block 31 in the array 12 except the group of
left-end blocks B11, B21, B31 and B41, one of multiple
inputs selected by the multiplexer is inputted.

More specifically, among the 4x4 blocks in FIG. 5, the
input A1 is inputted to each of the inputs A of the upper-end
blocks B11, B12, B13 and B14. The input B1 is inputted to
each of the inputs B of the left-end blocks B11, B21, B31
and B41.

An output of a multiplexer m1 which selects and outputs
any of the output A of each of the blocks B11, B12, B13 and
B14 and the input A2 is connected to the inputs A of the
blocks B21, B22, B23 and B24 on a second row. An output
of a multiplexer m2 which selects and outputs any of the
output A of each of the blocks B21, B22, B23 and B24 and
the input A3 is connected to the inputs A of blocks B31, B32,
B33 and B34 on a third row. An output of a multiplexer m3
which selects and outputs any of the output A of each of the
blocks B31, B32, B33 and B34 and the input A4 is con-
nected to the inputs A of lower-end blocks B41, B42, B43
and B44.

To the inputs S of the blocks B12, B22, B32 and B42 on
the second column from the left, the outputs S of the left-end
blocks B11, B21, B31 and B41, which are prior-stage
blocks, are inputted, respectively.

One selected from among multiple inputs is inputted to
each of the inputs B of the blocks B12, B22, B32 and B42
on the second column from the left. Therefore, the multi-
plexers m11, m21, m31 and m41 are connected to the blocks
B12, B22, B32 and B42, respectively. Especially, the output
S of the block B11 is connected to the multiplexers m21,
m31 and m41 via a connection line L1 so that the output S
of the block B11 is inputted to the multiplexers m21, m31
and m41.

The input B of the block B12 is connected to an output of
the multiplexer m11 which selects and outputs any of the
input B1 and the outputs B and S of the block B11. The input
B of the block B22 is connected to an output of the
multiplexer m21 which selects and outputs any of the input
B2, the outputs B and S of the block B21 and the output S
of'the block B11. The input B of the block B32 is connected
to an output of the multiplexer m31 which selects and
outputs any of the input B2, the outputs B and S of the block
B31 and the output S of the block B11. The input B of the
block B42 is connected to an output of the multiplexer m41
which selects and outputs any of the input B2, the outputs B
and S of the block B41 and the output S of the block B11.

To the inputs S of the blocks B13, B23, B33 and B43 on
the third column from the left, the outputs S of the blocks
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B12, B22, B32 and B42 on the second column from the left,
which are prior-stage blocks, are inputted, respectively.

One selected from among multiple inputs is inputted to
each of the inputs B of the blocks B13, B23, B33 and B43
on the third column from the left. Therefore, the input B of
the block B13 is connected to an output of a multiplexer m12
which selects and outputs any of the input B3 and the
outputs B and S of the block B12. The input B of the block
B23 is connected to an output of a multiplexer m22 which
selects and outputs any of the input B3 and the outputs B and
S of the block B22. The input B of the block B33 is
connected to an output of a multiplexer m32 which selects
and outputs any of the input B3, the outputs B and S of the
block B32 and the output S of the block B12. Therefore, the
output S of the block B12 is connected to the multiplexer
m32 via a connection line [.2.

The input B of the block B43 is connected to an output of
a multiplexer m42 which selects and outputs any of the input
B3, the outputs B and S of the block B42 and the output S
of the block B22. Therefore, the output S of the block B22
is connected to the multiplexer m42 via a connection line
L3.

To the inputs S of the right-end blocks B14, B24, B34 and
B44, the output S of the B13, B23, B33 and B43 on the third
column from the left, which are prior-stage blocks, are
inputted, respectively.

One selected from among multiple inputs is inputted to
each of the inputs B of the right-end blocks B14, B24, B34
and B44. Therefore, the input B of the block B14 is
connected to an output of a multiplexer m13 which selects
and outputs any of the input B4 and the outputs B and S of
the block B13.

The input B of the block B24 is connected to an output of
a multiplexer m23 which selects and outputs any of the input
B4 and the outputs B and S of the block B23. The input B
of the block B34 is connected to an output of a multiplexer
m33 which selects and outputs any of the input B4 and the
outputs B and S of the block B33. The input B of the block
B44 is connected to an output of a multiplexer m43 which
selects and outputs any of the input B4 and the outputs B and
S of the block B43.

As described above, a cumulative addition result of prior-
stage blocks 31 inputted to the multiplexers m11, m12, m13
and the like, which are selection circuits, is a cumulative
addition result of the accumulator 29 of each node 21
included in a prior-stage block or the like on the same row
of the matrix.

Furthermore, the cumulative addition result inputted to
the multiplexers m21, m31, m41, m32 and m42 includes a
cumulative addition result of the accumulator 29 of each
node 21 included in a prior-stage block on a different column
of the matrix.

Furthermore, in a subsequent-stage block among the
multiple blocks 31, row data is inputted to the input termi-
nals 21/ of the multiple nodes 21 via the multiplexers m11,
m21, ..., m43, which are selection circuits for selecting and
outputting any of a cumulative addition result of the accu-
mulator 29 of each node 21 included in a prior-stage block
and an input from a block other than the prior-stage block.

As described above, the array 12 includes multiple blocks
31, and each block 31 is configured with multiple nodes 21.
The block 31 is configured by connecting the multiple nodes
21 (here, 4x4=16) and connecting input data A, B and S and
output data A, B and S in the row direction and the column
direction among the nodes 21. In the array 12, one selected
from among three or four values is inputted to the group of
inputs B of each block.
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Especially, to the inputs B of the blocks B12, B13 and
B14, one selected from among three values (three of the
output B of a block 31 adjoining in a horizontally left
direction, the output S of the block 31 adjoining in the
horizontally left direction, and any one of the inputs B2 to
B4 of the array 12).

Furthermore, to each of the inputs B of the blocks B22,
B32 and B42, one selected from among four inputs includ-
ing the output S of the block B11 inputted via the connection
line L1 is inputted in addition to the three inputs.

Furthermore, to the input B of the block B33, one selected
from among four values including the output S of the block
B12 inputted via the connection line [.2 is inputted in
addition to three values (three of the output B of a block 31
adjoining in the horizontally left direction, the output S of
the block 31 adjoining in the horizontally left direction, and
the input B3 of the array 12). That is, the output S of the
block B12 can be selected as the input B of the block B33.

Furthermore, to the input B of the block B43, one selected
from among four values including the group of outputs S of
the block B22 inputted via the connection line [.3 is inputted
in addition to three values (three of the output B of a block
31 adjoining in the horizontally left direction, the output S
of the block 31 adjoining in the horizontally left direction,
and the input B3 of the array 12). That is, the output S of the
block B22 can be selected as the input B of the block B43.

In the row direction (that is, in the horizontal direction),
the output S of each block 31 is connected to the input S of
a block 31 adjoining in the horizontally right direction.

In the column direction (that is, in the vertical direction),
a first group of inputs Al of the array 12 is inputted to an
upper-end group of blocks B11, B12, B13 and B14. In a
second-row group of blocks B21, B22, B23 and B24, any of
the output A of a block 31 adjoining in a vertically upward
direction and the second group of inputs A2 of the array 12
can be selected as the input A of each block 31. In a
third-row group of blocks B31, B32, B33 and B34, any of
the output A of a block 31 adjoining in the vertically upward
direction and a third group of inputs A3 of the array 12 can
be selected as the input A of each block 31. In a fourth-row
group of blocks B41, B42, B43 and B44, any of the output
A of a block 31 adjoining in the vertically upward direction
and a fourth group of inputs A4 of the array 12 can be
selected as the input A of each block 31.

The array 12 is configured so as to be capable of output-
ting the first to fourth output groups multiple times.
(Operation)

Next, an action of the matrix operation system 1 will be
described.

(Action of Node)

First, an action of the node 21 will be described. The
control unit 4 controls each node 21 to initialize the register
26 in each node 21.

Here, a multiplication of a matrix A having 4 rows and 4
columns and a matrix B having 4 rows and 4 columns will
be described.

The matrix A is a matrix having element components
(hereinafter referred to as elements) of values shown in a
following expression (1).
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The matrix B is a matrix having elements of values shown
in a following expression (2).
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A matrix S is a matrix of matrix multiplications having
elements of values shown in a following expression (3).
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It is assumed that inputs A of a data row of a first column
(all to a41) of the matrix A are sequentially inputted to the
input A of the node 21 shown in FIG. 2, and inputs B of a
data row of a first row of the matrix B are sequentially
inputted to the input B of the node 21.

When the value all is inputted to the input A, and the
value b11 is inputted to the input B, the value all is held in
the register 22, and the value b1l is held in the register 23.
The values all and b11 are multiplied by the multiplier 24.
The multiplication value (al1*b11), which is an output of
the multiplier 24, is added to “0” by the adder 25 and held
in the register 26 as an addition value which is an output of
the adder 25.

Next, the value all is outputted to the output A, and the
value b1l is outputted to the output B. At the same time,
when the value a21 is inputted to the input A, and the value
b12 is inputted to the input B, the value a21 is held in the
register 22, and the value b12 is held in the register 23. The
values a21 and b12 are multiplied by the multiplier 24. An
internal state of the node 21 is shown in FIG. 6.

FIG. 6 is a diagram for illustrating an action state of the
node 21. The multiplication value (a21*b12), which is an
output of the multiplier 24, is added to the value “all*b11”
by the adder 25 and held in the register 26 as an addition
value which is an output of the adder 25.

After that, similarly, inputs a31 and a41 and inputs b13
and bl4 are inputted to the input A and the input B,
respectively, and a value (all*b11+a21*b12+a31*b13+
a41*b14) is held in the register 26. This value (all*b11+
a21*b12+a31*b13+a41*b14) is a result of a dot product of
the first column of the matrix A and the first row of the
matrix B.

The value of the dot product is inputted to one of two
inputs of the multiplexer 27. The value can be held in the
register 28 and outputted from the register 28 under the
control of the control unit 4. As a result, the value of the dot
product can be outputted from the output S of the node 21.

As described above, in each node 21, a dot product of a
multiplication of the 4x4 matrix A and the 4x4 matrix B can
be operated. Note that it goes without saying that, though
each node 21 is a node capable of operating a 4x4 matrix
multiplication here, the node may be a node capable of
operating a matrix multiplication with any size.

(Action of Block)

Next, an action of the block 31 will be described. The
control unit 4 controls data input/output timing of each node
21.
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FIG. 7 is a diagram for illustrating an operation of a
matrix multiplication BxA of the matrix B and the matrix A,
and an output of the matrix S which is a result of the
operation.

The block 31 is configured so that respective columns of
the matrix A can be sequentially inputted from an upper-side
node row as the group of inputs A. Furthermore, each
element of each column of the matrix A is inputted one cycle
later than the upper-side node row.

The block 31 is configured so that respective rows of the
matrix B can be sequentially inputted from a left-side node
column as the group of inputs B. Furthermore, each element
of each row of the matrix B is inputted one cycle later than
the left-side node column.

Thus, when the group of inputs A and the group of inputs
B are sequentially inputted, respective elements of a matrix
multiplication of the matrix A and the matrix B are sequen-
tially held in the register 26 of each node 21. For example,
in FIG. 7, all, a21, a31 and a41 are sequentially inputted to
the upper-left node N11 from the inputs A for an operation
of the matrix multiplication BxA. Since b11, b12, b13 and
b14 are sequentially inputted from the inputs B, b11xall+
b12xa21+b13xa31+bl4xadl, that is, an element s11 of the
matrix S which is an operation result of the matrix multi-
plication is held in the register 26.

Similarly, all, a21, a31 and a41 are sequentially inputted
to the node 21 from inputs. Since b21, b22, b23 and b24 are
sequentially inputted from the inputs B, s21 (=b21xall+
b22xa21+b23xa31+b24xadl) of the matrix S is held. Simi-
larly, s12 (=b12xal2+b12xa22+b13xa32+b14xad2) of the
matrix S is held in the node 21. FIG. 7 shows an action state
when the element s11 of the matrix S is generated and held
in the node N11.

FIG. 8 is a diagram for illustrating a state three clocks
after the action state shown in FIG. 7. Respective elements
of the matrix S calculated in each node 21 are sequentially
outputted in a right direction of a node row via the outputs
S of each node 21. In each node 21, if the node 21 has both
of each element of the matrix S inputted from the input S and
each element of the matrix S operated by the node itself,
each multiplexer 27 is controlled by the control unit 4 so as
to select each element of the matrix S inputted from the input
S and output the element to the output S.

FIG. 9 is a diagram for illustrating a state three clocks
after the action state shown in FIG. 8. Respective elements
of the matrix S are sequentially outputted from the group of
outputs S of the block 31, with a left-side element earlier.
(Action of Array)

Next, an action of the array 12 will be described.

(Case of Operation of 16x16 Matrix Multiplication)

First, a case of operating a 16x16 matrix multiplication
using the array 12 will be described.

FIG. 10 is a diagram for illustrating the case of perform-
ing a 16x16 matrix multiplication operation. More specifi-
cally, FIG. 10 is a diagram for illustrating a case of operating
a matrix multiplication BxA of a matrix B having 16 rows
and n columns (n is a positive integer) and a matrix A having
n rows and 16 columns using the array 12 to acquire an
operation result matrix S. In FIG. 10, the control unit 4
performs setting for selection of input data to be outputted
by the respective multiplexers m1 to m3, and m11 to m43 so
that inputs or outputs indicated by thick lines are selected.

In the blocks B21 to B24, the blocks B31 to B34 and the
blocks B41 to B44, the group of outputs A of an upper
adjoining block 31 is selected as the group of inputs A. For
example, the group of outputs A of the block B11 is selected
as the group of inputs A of the block B21.
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The group of outputs B of a left adjoining block 31 is
selected as the group of inputs B of the blocks B12 to B14,
the blocks B22 to B24, the blocks B32 to B34 and the blocks
B42 to B44. The group of outputs S of a left adjoining block
31 is inputted as the group of inputs S of the blocks B12 to
B14, the blocks B22 to B24, the blocks B32 to B34 and the
blocks B42 to B44. Therefore, for example, the group of
outputs B and group of outputs S of the block B 11 are
inputted to the group of inputs B and group of inputs S of the
block B12.

When the array 12 is configured as described above, and
respective columns of the matrix A and respective rows of
the matrix B are sequentially inputted to the group of inputs
A1 and the group of inputs B1, respectively, respective rows
of the matrix S are sequentially outputted to the group of
outputs S.

Note that, since respective elements of the matrix S are
outputted from the group of outputs S of each block 31, the
respective elements of the matrix S may be acquired from
the groups of outputs S1 to S3.

(Case of Four Parallel Operations of 8x8 Matrix Multipli-
cations)

Next, a case of operating four 8x8 matrix multiplications
in parallel using the array 12 will be described.

FIG. 11 is a diagram for illustrating a case of performing
four parallel operations of 8x8 matrix multiplications. More
specifically, FIG. 11 is a diagram for illustrating a case of
operating four kinds of matrix multiplications BxA of matri-
ces B1 to B4 having 8 rows and n columns (n is a positive
integer) and matrices Al to A4 having n rows and 8 columns
using the array 12 at the same time to acquire four matrices
S1 to S4, which are operation results. In FIG. 11, the control
unit 4 performs setting for selection of input data to be
outputted by the respective multiplexers m1 to m3, and m11
to m43 so that inputs or outputs indicated by thick lines are
selected.

In the blocks B21 to B24 and the blocks B41 to B44, the
group of outputs A of an upper adjoining block is selected as
the group of inputs A. For example, the group of outputs A
of the block B11 is inputted to the group of inputs A of the
block B21.

In the blocks B31 to B34, the group of inputs A3 of the
array 12 is selected as the group of inputs A.

In the blocks B12 and B14, the blocks B22 and B24, the
blocks B32 and B34 and the blocks B42 and B44, the group
of outputs B and group of outputs S of a left adjoining block
are selected as the group of inputs B and the group of inputs
S, respectively. For example, the group of outputs B and
group of outputs S of the block B11 are inputted to the group
of inputs B and group of inputs S of the block B12,
respectively.

In the blocks B13, the block B23, the block B33 and the
block B43, the group of outputs B3 of the array 12 is
inputted as the group of inputs B.

When the array 12 is configured as described above, and
respective columns of the matrices Al and A2, respective
columns of the matrices A3 and A4, respective rows of the
matrices B1 and B2, and respective rows of the matrices B3
and B4 are sequentially inputted to the group of inputs Al,
the group of inputs A3, the group of inputs B1 and the group
of inputs B3, respectively, respective rows of the matrices S1
and S2 and respective rows of the matrices S3 and S4 are
sequentially outputted to the group of outputs S3 and the
group of outputs S1, respectively.
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That is, in FIG. 11, each of four block groups 41 indicated
by two-dot chain lines performs an 8x8 matrix operation,
and the array 12 can execute four parallel operations of 8x8
matrix multiplications.

(Case of Two Parallel Operations of 8x8x8 Matrix Multi-
plications)

Next, a case of operating two 8x8x8 matrix multiplica-
tions in parallel using the array 12 will be described. FIG. 12
is a diagram for illustrating a case of performing two parallel
operations of 8x8x8 matrix multiplications. More specifi-
cally, FIG. 12 is a diagram for illustrating a case of operating
matrix multiplications BxA of matrices B1 and B2 having 8
rows and n columns (n is a positive integer) and matrices Al
and A2 having n rows and 8 columns using the array 12 and
operating two kinds of matrix multiplications of operation
results thereof and matrices C1 and C2 having 8 rows and 8
columns at the same time to acquire matrices S1 and S2,
which are operation results. In FIG. 12, the control unit 4
performs setting for selection of input data to be outputted
by the respective multiplexers m1 to m3, and m11 to m43 so
that inputs or outputs indicated by thick lines are selected.

In the blocks B21 to B24 and the blocks B41 to B44, the
group of outputs A of an upper adjoining block is selected as
the group of inputs A. For example, the group of outputs A
of the block B11 is selected for the group of inputs A of the
block B21.

In the blocks B31 to B34, the group of outputs A3 of the
array 12 is selected as the group of inputs A.

In the blocks B12 and B14, the blocks B22 and B24, the
blocks B32 and B34 and the blocks B42 and B44, the group
of outputs B and group of outputs S of a left adjoining block
are selected as the group of inputs B and the group of inputs
S, respectively. For example, the group of outputs B and
group of outputs S of the block B11 are inputted to the group
of inputs B and group of inputs S of the block B12,
respectively.

In the blocks B13, the block B23, the block B33 and the
block B43, the group of outputs S of a left adjoining block
is selected as the group of inputs B. For example, the group
of outputs S of the block B12 is inputted to the group of
inputs B of the block B13.

When the array 12 is configured as described above, and
respective columns of the matrices Al and C1, respective
columns of the matrices A2 and C2 and respective rows of
the matrices B1 and B2 are sequentially inputted to the
group of inputs A1, the group of inputs A3 and the group of
inputs B1, respectively, respective rows of the matrices S1
and S2 are sequentially outputted to the group of outputs S1.

That is, in FIG. 12, each of two block groups 42 indicated
by two-dot chain lines performs an 8x8x8 matrix operation,
and the array 12 can execute two parallel operations of
8x8x8 matrix multiplications.

(Case of Two-Branch Operation of 8x8x8 Matrix Multipli-
cation)

Next, a case of performing a two-branch operation of an
8x8x8 matrix multiplication using the array 12 will be
described.

FIG. 13 is a diagram for illustrating a case of performing
the two-branch operation of an 8x8x8 matrix multiplication.
More specifically, FIG. 13 is a diagram for illustrating a case
of operating a matrix multiplication BxA of a matrix B
having 8 rows and n columns (n is a positive integer) and a
matrix A having n rows and 8 columns using the array 12 and
operating two kinds of matrix multiplications of an opera-
tion result thereof and matrices C1 and C2 having 8 rows
and 8 columns at the same time to acquire matrices S1 and
S2, which are operation results. In FIG. 13, the control unit
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4 performs setting for selection of input data to be outputted
by the respective multiplexers m1 to m3, and m11 to m43 so
that inputs or outputs indicated by thick lines are selected.

In the blocks B21 to B24 and the blocks B43 and B44, the
group of outputs A of an upper adjoining block is selected as
the group of inputs A. For example, the group of outputs A
of the block B11 is inputted to the group of inputs A of the
block B21.

In the blocks B33 to B34, the group of inputs A3 of the
array is selected as the group of inputs A.

In the blocks B12 and B14, the blocks B22 and B24, the
blocks B34 and the block B44, the group of outputs B and
group of outputs S of a left adjoining block are selected as
the group of inputs B and the group of inputs S, respectively.
For example, the group of outputs B and group of outputs S
of the block B 11 are inputted to the group of inputs B and
group of inputs S of the block B12, respectively.

In the block B13 and the block B23, the group of outputs
S of a left adjoining block is inputted as the group of inputs
B. For example, the group of outputs S of the block B12 is
inputted to the group of inputs B of the block B13.

In the blocks B33 and the block B43, the group of outputs
S of a left and two blocks upper block is selected as the
group of inputs B. For example, the group of outputs S of the
block B12 is inputted to the group of inputs B of the block
B33.

When the array 12 is configured as described above, and
respective columns of the matrices A and C1, respective
columns of the matrix C2 and respective rows of the matrix
B are sequentially inputted to the group of inputs A1, a right
half of the group of inputs A2, the group of inputs B1,
respectively, respective rows of the matrices S1 and S2 are
sequentially outputted to the group of outputs S1.

That is, in FIG. 13, each of three block groups 43
indicated by two-dot chain lines performs an 8x8 matrix
operation, and the array 12 can execute a two-branch opera-
tion of an 8x8x8 matrix multiplication.

(Case of Sixteen Parallel Operations of 4x4 Matrix Multi-
plications)

Next, a case of performing sixteen parallel operations of
4x4 matrices using the array 12 will be described.

FIG. 14 is a diagram for illustrating the case of perform-
ing sixteen parallel operations of 4x4 matrices. More spe-
cifically, FIG. 14 is a diagram for illustrating a case of
operating sixteen kinds of matrix multiplications BxA of
matrices B1 to B16 having 4 rows and n columns (n is a
positive integer) and matrices Al to A16 having n rows and
4 columns using the array 12 to acquire matrices S1 to S 16,
which are operation results. In FIG. 14, the control unit 4
performs setting of selection of input data to be outputted by
the respective multiplexers m1 to m3, and m11 to m43 so
that inputs or outputs indicated by thick lines are selected.

In the blocks B21 to B24, in the blocks B31 to B34 and
in the blocks B41 to B44, the group of inputs A2 of the array
12, the group of inputs A3 of the array 12 and the group of
inputs A4 of the array 12 are selected, respectively, as the
group of inputs A.

In the blocks B12, B22, B32 and B42, in the blocks B13,
B23, B33 and B43, and in the blocks B14, B24, B34 and
B44, the group of inputs B2 of the array 12, the group of
inputs B3 of the array 12 and the group of inputs B4 of the
array 12 are selected, respectively, as the group of inputs B.

When the array 12 is configured as described above, and
each column of the matrices Al to A4, each column of the
matrices A5 to A8, each column of the matrices A9 to A12,
each column of the matrices A13 to A16, each row of the
matrices B1 to B4, each row of the matrices B5 to B8, each



US 9,483,442 B2

15

row of the matrices B9 to B12, each row of the matrices B13
to B16 are sequentially inputted to the group of inputs Al,
the group of inputs A2, the group of inputs A3, the group of
inputs A4, the group of inputs B1, the group of inputs B2,
the group of inputs B3 and the group of inputs B4, respec-
tively, respective rows of matrices S1 to S4, respective rows
of matrices S5 to S8, respective rows of matrices S9 to S12
and respective rows of matrices S13 to S16 are sequentially
outputted to the group of outputs S4, the group of outputs
S3, the group of outputs S2 and the group of outputs S1,
respectively.

That is, in FIG. 14, each group of blocks 31 performs a
4x4 matrix operation, and the array 12 can perform sixteen
operations of 4x4 matrix multiplications in parallel.

(Case of Four Parallel Operations of 4x4x4x4x4 Matrix
Multiplications)

Next, a case of performing four parallel operations of
4x4x4x4x4 matrix multiplications using the array 12 will be
described.

FIG. 15 is a diagram for illustrating a case of performing
four parallel operations of 4x4x4x4x4 matrix multiplica-
tions. More specifically, FIG. 15 is a diagram for illustrating
a case of operating matrix multiplications BxA of matrices
B1 to B4 having 4 rows and n columns (n is a positive
integer) and matrices Al to A4 having n rows and 4 columns
using the array 12, operating matrix multiplications of
operation results thereof and matrices C1 to C4 having 4
rows and 4 columns, further operating matrix multiplica-
tions of operation results thereof and matrices D1 to D4
having 4 rows and 4 columns and further operating matrix
multiplications of operation results thereof and matrices E1
to E4 having 4 rows and 4 columns while operating the four
kinds of matrix multiplications at the same time to acquire
matrices S1 to S4, which are operation results. In FIG. 15,
the control unit 4 performs setting for selection of input data
to be outputted by the respective multiplexers m1 to m3, and
m11 to m43 so that inputs or outputs indicated by thick lines
are selected.

In the blocks B21 to B24, in the blocks B31 to B34 and
in the blocks B41 to B44, the group of inputs A2 of the array
12, the group of inputs A3 of the array 12 and the group of
inputs A4 of the array 12 are selected, respectively, as the
group of inputs A.

In the blocks B12 to B14, the blocks B22 to B24, the
blocks B32 to B34 and the blocks B42 to B44, the group of
outputs S of a left adjoining block is selected, respectively,
as the group of inputs B. For example, the group of outputs
S of the block B11 is inputted to the group of inputs B of the
block B12.

When the array 12 is configured as described above, and
respective columns of the matrices Al, C1, D1 and El,
respective columns of the matrices A2, C2, D2 and E2,
respective columns of the matrices A3, C3, D3 and E3,
respective columns of the matrices A4, C4, D4 and E4 and
respective rows of the matrices Bl to B4 are sequentially
inputted to the group of inputs Al, the group of inputs A2,
the group of inputs A3, the group of inputs A4 and the group
of'inputs B1, respectively, respective rows of the matrices S1
to S4 are sequentially outputted to the group of outputs S1.

That is, in FIG. 15, each of three block groups 44
indicated by two-dot chain lines performs adx4x4x4x4
matrix operation, and the array 12 can execute four parallel
operations of 4x4x4x4x4 matrix multiplications.
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(Case of 4-System Operations of 4x4x12 Matrix Multipli-
cations)

Next, a case of performing four parallel operations of
4x4x12 matrix multiplications using the array 12 will be
described.

FIG. 16 is a diagram for illustrating the case of perform-
ing four parallel operations of 4x4x12 matrix multiplica-
tions. More specifically, FIG. 16 is a diagram for illustrating
a case of operating a matrix multiplication BxA of a matrix
B having 4 rows and n columns (n is a positive integer) and
a matrix A having n rows and 4 columns using the array 12
and operating four kinds of matrix multiplications of an
operation result thereof and matrices C1 and C4 having 4
rows and 12 columns at the same time to acquire matrices S1
to S4, which are operation results. In FIG. 16, for the group
of'inputs A of the blocks B22 to B24, for the group of inputs
A of the blocks B32 to B34 and for the group of inputs A of
the blocks B42 to B44, the group of inputs A2 of the array
12, the group of inputs A3 of the array 12 and the group of
inputs A4 of the array 12 are selected, respectively.

In the blocks B13 and B14, the blocks B23 and B24, the
blocks B33 and B34 and the blocks B43 and B44, the group
of outputs B and group of outputs S of a left adjoining block
are selected as the group of inputs B and the group of inputs
S, respectively. For example, the group of outputs B and
group of outputs S of the block B12 are selected for the
group of inputs B and group of inputs S of the block B13,
respectively.

In the blocks B12, the block B22, the block B32 and the
block B42, the group of outputs S of the block B11 is
selected as the group of inputs B.

When the array 12 is configured as described above, and
respective columns of the matrices A and C1, respective
columns of the matrix C2, respective columns of the matrix
C3, respective columns of the matrix C4 and respective rows
of the matrix B are sequentially inputted to the group of
inputs Al, the group of inputs A2, the group of inputs A3,
the group of inputs A4 and the group of inputs B1, respec-
tively, respective rows of the matrices S1 to S4 are sequen-
tially outputted to the group of outputs S1.

That is, in FIG. 16, each of four block groups 45 indicated
by two-dot chain lines performs a 4x12 matrix operation,
and the array 12 can execute four parallel operations of
4x4x12 matrix multiplications.

As described above, according to the matrix operation
system 1 of the present embodiment described above, it is
possible to execute matrix operations in various forms with
a small amount of data transfer without increasing the circuit
scale. Furthermore, according to the matrix operation system
1 of the present embodiment, it is possible to execute various
matrix operations.

A conventional systolic array is a system in which same
circuits are regularly arranged to perform pipeline process-
ing and parallel processing, and a configurable array pro-
cessor is a processor having multiple nodes and multiple
switch units for changing connection among the nodes.

In the case of the systolic array, however, because the
systolic array is configured so that an operation for an input
is executed through a predetermined number of cycles and
an operation result of each cycle is immediately used in a
next cycle, there is a problem that an amount of data transfer
until a desired matrix operation result is obtained is large.

In comparison, in the matrix operation apparatus of the
present embodiment, since each node has an accumulator in
addition to an operation unit, the amount of data transfer in
the whole matrix operation apparatus is small.
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As for the configurable array processor, there is a problem
that, since switch circuits for switching a wiring network are
required among the nodes, the whole circuit scale increases.

In comparison, in the matrix operation apparatus of the
embodiment described above, the circuit scale of the whole
apparatus is small because such switch circuits do not exist.

Especially, there are merits that the amount of data
transfer is small because each node 21 has the accumulator
29, and that the circuit scale does not increase because
selection of an input to each block 31 is performed by
selection control of each multiplexer by the control unit 4.

Furthermore, it is possible to perform processing of
adding other data to a matrix operation result because the
data management unit 3 has an addition function.

While certain embodiments have been described, these
embodiments have been presented by way of example only,
and are not intended to limit the scope of the inventions.
Indeed, the novel devices described herein may be embodied
in a variety of other forms; furthermore, various omissions,
substitutions and changes in the form of the devices
described herein may be made without departing from the
spirit of the inventions. The accompanying claims and their
equivalents are intended to cover such forms or modifica-
tions as would fall within the scope and spirit of the
inventions.

What is claimed is:

1. A matrix operation apparatus executing a matrix opera-
tion, the apparatus comprising multiple nodes, the nodes
each including: a first operation unit configured to perform
a first operation for a first input which is column data and a
second input which is row data for the matrix operation and
output element components of an operation result of the
matrix operation; and an accumulator configured to perform
cumulative addition of operation results of the first operation
unit,

wherein each of the multiple nodes includes: a first input

terminal configured to receive the column data of one
of two matrices targeted by the matrix operation; a
second input terminal configured to receive the row
data of the other of the two matrices; a first output
terminal configured to output the column data received;
and a second output terminal configured to output the
row data received.

2. The matrix operation apparatus according to claim 1,
wherein each of the multiple nodes includes a third output
terminal configured to output a cumulative addition result of
the accumulator.

3. The matrix operation apparatus according to claim 2,
wherein a subsequent-stage node, among the multiple nodes,
includes a third input terminal for receiving an operation
result of a prior-stage node.

4. The matrix operation apparatus according to claim 3,
wherein

the subsequent node includes a first selection circuit

configured to select and output any of an input of the
third input terminal and a cumulative addition result of
the accumulator; and

the third output terminal outputs the cumulative addition

result of the accumulator via the first selection circuit.

5. The matrix operation apparatus according to claim 1,
wherein

a subsequent-stage node, among the multiple nodes,

includes a first selection circuit configured to select and
output any of an input of the second input terminal and
a cumulative addition result of the accumulator; and

15

20

25

40

45

55

60

65

18

the second output terminal outputs the cumulative addi-
tion result of the accumulator via the first selection
circuit.

6. The matrix operation apparatus according to claim 5,
comprising a control unit configured to control execution of
a cumulative addition operation of the accumulator.

7. The matrix operation apparatus according to claim 6,
wherein the control unit controls selection of the first
selection circuit.

8. The matrix operation apparatus according to claim 1,
wherein

there are multiple blocks including the multiple nodes;

the multiple blocks include a prior-stage block and a
subsequent-stage block; and

in the subsequent-stage block, the row data is inputted to
the second input terminals of the multiple nodes via a
first selection circuit configured to select and output
any of a cumulative addition result of the accumulator
of each node included in the prior-stage block and an
input from other than the prior-stage block.

9. The matrix operation apparatus according to claim 8,

wherein

the multiple blocks are connected in a matrix shape; and

the cumulative addition result inputted to the first selec-
tion circuit is a cumulative addition result of the
accumulator of each node included in a prior-stage
block on a same row of the matrix.

10. The matrix operation apparatus according to claim 9,
wherein the cumulative addition result inputted to the first
selection circuit is a cumulative addition result of the
accumulator of each node included in a prior-stage block on
a different column of the matrix.

11. The matrix operation apparatus according to claim 8,
comprising:

a second operation unit configured to perform a second
operation for the column data and the row data for the
matrix operation and outputs of the multiple blocks;
and

a second selection circuit configured to select and output
any of the outputs of the multiple blocks and an output
of the second operation unit.

12. The matrix operation apparatus according to claim 11,
comprising a control unit configured to control execution of
a cumulative addition operation of the accumulator and to
control selection of the first selection circuit and the second
selection circuit.

13. The matrix operation apparatus according to claim 8,
wherein each of the multiple nodes includes a third output
terminal configured to output a cumulative addition result of
the accumulator.

14. The matrix operation apparatus according to claim 13,
wherein a subsequent-stage node, among the multiple nodes,
includes a third input terminal for receiving an operation
result of a prior-stage node.

15. The matrix operation apparatus according to claim 14,
wherein

the subsequent node includes a second selection circuit
configured to select and output any of an input of the
third input terminal and a cumulative addition result of
the accumulator; and

the third output terminal outputs the cumulative addition
result of the accumulator via the second selection
circuit.

16. The matrix operation apparatus according to claim 8,

wherein the first operation unit is a multiplier.
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17. The matrix operation apparatus according to claim 8,
comprising a control unit configured to control execution of
a cumulative addition operation of the accumulator.

18. The matrix operation apparatus according to claim 1,
wherein the first operation unit is a multiplier. 5
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